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TACTICAL WEAPON MOUNTED LIGHT
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 2 CR123

Dual-action pressure switch with 
8 inch cable mounts on Picatinny 
rail for ideal shooter grip.

Pre-installed modular channel-
locking inserts for use on all 
MIL-STD 1913 Picatinny rails.

Switch mounts perfectly into 
Tango Down vertical foregrip 
with pressure pad insert.

IDEAL FOR

RIFLES &
CARBINES

350 LUMENS  
(TWM-352)

850 LUMENS

Designed with a wide beam  
for broader surface lighting

Low profile and light weight 
design minimizes added mass to 
weapon.

Dual-function switch mounts easily on Picatinny 
rail or vertical foregrips with pressure pad slot
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CERTIFIED

IITEM NUMBER/UPC
 TWM-854XL, 0 17398 80651 0

CERTIFICATIONS 
 - CE

CASE MATERIAL
 - Aircraft grade 6061-T6 aluminum

LUMENS/RUNTIME 
 FLASHLIGHT
  - HIGH: 850L, 1.75 hrs runtime

CANDELA 
 FLASHLIGHT 
  - HIGH: 15,000

BEAM DISTANCE
 FLASHLIGHT 
  - HIGH: 245 m

WATER RATING 
 - IP-X7

DROP RATING 
 - 2 m

DIMENSIONS 
 - LENGTH: 3.5 in (89 mm) 
 - WIDTH: 1.5 in (38 mm) 
 - DEPTH: 1.5 in (38 mm) 
 - WEIGHT: 5.0 oz (142 g)

BATTERY
 - Two CR123 batteries (included)

WARRANTY
 - Limited Lifetime

WHAT’S INCLUDED
 - 8” Pressure Pad
 - NS-PIC1 Picatinny Rail Connector
 - NS-WM1 Wire Management Clamp
 - Two CR123 Lithium Batteries
 - One Set of Cross-Rail Inserts
 - Allen Wrench
 - Velcro & Alcohol Pad 

PRODUCT SPECIFICATION SHEET

TACTICAL WEAPON MOUNTED LIGHT
 2 CR123
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