INTRINSICALLY SAFE DUAL-LIGHT FLASHLIGHT

(NIGHTSTICK

Life Depends on Light™

3 AA BATTERIES

XPP-5422GXA

Simultaneous flashlight and
floodlight operation

DUAL-LIGHT

285-lumen Dual-Light provides
simultaneous flashlight and
floodlight operation

IP-67
DUST/WATER
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Durable polymer body is

impact & chemical resistant
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PRODUCT SPECIFICATION SHEET

INTRINSICALLY SAFE DUAL-LIGHT

FLASHLIGHT

3 AA BATTE RIES (not included)

ITEM NUMBER/UPC
- XPP-5422GXA, UPC 017398808118
MARKET APPLICATIONS
- Hazardous work environments, industrial, fire & rescue
CERTIFICATIONS
- cETLus, ATEX, IECEX, CE, InMetro, KOSHA, UKCA
CASE MATERIAL
- Engineered polymer
LUMENS/RUNTIME
FLASHLIGHT
-210L, 14 hrs. runtime
FLOODLIGHT
-130L, 20 hrs. runtime
DUAL-LIGHT
-285L, 10 hrs. runtime
CANDELA
-7,970
BEAM DISTANCE
-187m
WATER RATING
- ANSI IP-67 dustproof / waterproof
DROP RATING
-2 meters
DIMENSIONS
-LENGTH: 7.0in (178 mm)
-HANDLE DIAMETER: 1.1in x 1.5in (28 mm x 38 mm)
-HEAD DIAMETER: 1.8 in (46 mm)
- WEIGHT: 6.9 0z (196 g)
POWER SOURCE
- AA batteries (not included)
WARRANTY
- Limited lifetime
WHAT’S INCLUDED
- Flashlight

- Removable lanyard
- Instruction manual
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Conforms to: Certified to:
S ANSI/UL STD 913, ANSI/UL  CAN/CSA STD C22.2 No 157
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